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WALL TO CEILING JOINT

UPDATE: 1/8/2024

WALL  TO WALL JOINT OR CEILING TO CEILING JOINT

PENETRATION

UPDATE: 1/8/2024

LIGHT SWITCH AND LIGHT

WALLS TO  FLOOR  JOINT

NO FLOOR - PVC SCREED 
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IF ELECTRICAL CONDUIT,

SILICON SEALANT INSIDE OF

CONDUIT AROUND WIRES A

MINIMUM OF 1" DEEP FROM

BOTH SIDES. (BY OTHERS)

FOR 3/8" OR SMALLER GAPS

SILICON SEALANT

MINIMUM 1" DEEP

ALL AROUND BOTH SIDES

(BY OTHERS)

LENAP

FOR > 3/8" GAPS

URETHANE SPRAY FOAM

FULL PANEL THICKNESS

ALL AROUND

(BY OTHERS)

REFRIGERATION LINE

SPRINKLER LINE

ELECTRICAL LINE

(BY OTHERS)

6" TALL COVE BASE
(OPTIONAL)

CONCRETE

FLOOR TRACK,
ANCHORED W/ Ø3/16"x1-1/4"
TAPCONS EVERY 24".  (BY OTHERS)

SILICONE
SEALANT
(BY OTHERS)
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BUTYL SEALANT
UNDER PANEL

(BY OTHERS)
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FLOOR PANEL

CAMLOCK

HOLE PLUG

GASKET

6" TALL COVE BASE (OPTIONAL)

SEALANT (BY OTHERS)

CONCRETE

CEILING PANEL
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LIGHT FIXTURE

CONDUIT

LIGHT SWITCH


